
FIAT 500 Turbo/Abarth Fun Meter Dial Kit Installation

 Tools Required: 
Phillips head screw driver, 2 small flat 
head screw drivers (or small thin 
panel tools), T-15 Torx, stubby adapter 
for T-15 Torx, and a flash light.

 Step 1: 
Remove the lower steering wheel 
shroud by removing the 2 Phillips 
head screws from the bottom. Pry the 
lower and upper shrouds apart and 
the lower come right o�. 

Step 2: 
Then using a Phillips head screw 
driver take out the upper shroud from 
under the steering wheel. 

Step 3: 
That piece comes right up o� the 
steering wheel. 

Step 4: 
Lower the steering wheel to access 
the T-15 torx screws. 

Step 5: 
The third is on top inside the cover. 

Step 6: 
Be careful when removing console 
because there’s a lip on the right 
side. It’s easy to wiggle out. 

 Step 7: 
The gauge console is pulled towards 
you to remove. Also grab under the 
front to help pop out the tab.

Step 8: 
Carefully remove the gauge console. 
Be cautious of the boost gauge wire.

Step 9: 
 Adjust the console to gain access to 
the gauge plug. Use a flat head screw 
driver to push the tab upwards and 
pull tab out. 

Step 10: 
Remove the 3 torx t-15 on the back 
side of the boost gauge.

Step 11: 
The boost gauge should now pull out 
of the console.

Step 12: 
Turn gauge pod over and remove the 
3 Phillips screws and take the gauge 
pod cover o�. 

Step 13: 
Use two flat head screw drivers or 
panel tools and take the front gauge 
retainer and cover o�. Be careful not 
to break the tabs. 

Step 14: 
The gauge cover should pull o� 
giving access to the dials.

 Step 15: 
Remove the last phillips screw to 
remove the “Sport” light.

Step 16: 
 Pull the “sport” light out.

Step 17: 
 Using your finger nail or small flat 
head screwdriver, pry back all 3 tabs 
to separate the light from the “sport” 
dial. You can insert the new dial and 
put the assembly back together. 

Step 18: 
Release the 2 retaining clips to 
remove the circuit board and needle
(these do not come apart).

Step 19: 
Finesse the board and needle out the 
back of the gauge pod. The needle is 
somewhat flexible for easier removal.

Step 20: 
Using flat tool pry the gauge backing 
o�. There are a few pieces of double 
stick tape.

Step 21: 
Place new backing in and reverse 
steps to install. 

Thank you for purchasing the: 
“Fun Meter Dial Kit” 

by Winesdesign Products & Consulting.


